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Fynspray pumps are  

manufactured in Auckland, 

New Zealand using the finest 

materials. Offered in  

traditional and  

contemporary styles, these 

pumps are perfect for many 

marine, recreational and  

commercial applications.  

Over the years, Fynspray 

pumps have become  

known worldwide for their 

high quality and reliable  

performance.     

SPOUTS

FYNSPRAY PUMPS

High-quality outlet spouts for  
marine, recreational or  
commercial applications.  
Perfect for use with salt  
water or fresh water.

WS-60 
GALLEY PUMP
Vertical plunger pump
with an angled outlet 
spout. Available in
brass or chrome.

WS-66 
SPOUTS
High quality spouts with
vertical output. Available 
in brass or chrome.

WS-62 
LEVER PUMP
Traditional lever pump
with straight (horizontal)
outlet spout. Available 
in brass or chrome.

WS-63
ROCKER PUMP
Rocker pump with
raised outlet spout. 
Available in black 
or white.

MARINE & RECREATIONAL PUMPS

WS-67 
GALLEY PUMP
Vertical plunger pump
with an angled outlet 
spout. Available in
black, white or gray.



FYNSPRAY PUMPS
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Rugged, durable pumps for a variety of commercial applications.

Sump pumps for oil or water
transfer. Easily mounted to 
engine block for oil removal 
systems. Available in brass  
or chrome.

WS-290
SUMP PUMP
Heavy duty large brass
sump pump for oil or water
transfer. Easily mounted
to engine block for oil
removal systems. Available  
in brass only.

Fynspray service kits include  
the parts most commonly needed 
to repair older Fynspray pumps.
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WS-60B Brass

50 1/2 - 5/8” (13-16mm) 1” (25mm) 8 1/2” (216mm) 5 3/4” (146mm) 9 3/4” (248mm) 1.5 lbs. (0.68kg)

WSK-67
(Used 

for  
WS-60 & 
WS-67)

WSK-60A
WS-60C Chrome

WS-62B Brass
46 1/2 - 3/4” (13-19mm) 1 5/8” (25mm) 3” (76mm) 8 1/2” (216mm) 11 3/4” (298mm) 3.25 lbs. 

(1.47kg) WSK-62A
USE

WSP-62/22
W/NEW KITWS-62C Chrome

WS-63 Black
58 1/2 - 5/8” (13-16mm) 2” (51mm) 4 3/4” (121mm) 6” (152mm) 6” (152mm) 1.2 lbs. (0.54kg) WSK-63A -

WS-63W White

WS-67 Gray

58 1/2 - 5/8” (13-16mm) 1 13/16” (30mm) 8 3/4” (222mm) 4 1/2” (114mm) 8” (203mm) 0.3 lbs. (0.36kg) WSK-67 -WS-67W White

WS-67BK Black

WS-66B Brass
- 1/2” (13mm) 7/8” (22mm) 2” (50mm) 4 3/4” (120mm) 4 3/4” (120mm) 0.5 lbs. (0.23 

kg) - -
WS-66C Chrome

WS-280B Brass
58 1/2 - 3/4” (13-19mm) 1 1/8” (29mm) - - - 1.0 lbs. (0.45kg) WSK-280

USE
WSK-280/16 
W/NEW KITWS-280C Chrome

WS-290 Brass 30 3/4 - 1” (19-25mm) 1 1/2” (39mm) - - - 3.3 lbs. (1.5kg) WSK-290 -

COMMERCIAL PUMPS

SPECIFICATIONS


